
SPRINGSEAL  AND
RETROFIT ZIP-SEAL
Pipe Boots and Pipe Flashings

RT Mesh Series

The  flexible pipe flashing system with  20 year warranty.

Product Features
Long life, flexible, weather proof grade EPDM 
rubber or silicone.

Flexible, corrosion resistant aluminum base conforms
to any panel configuration.

EPDM and silicone will not crack or break.over time

Pipe diameter markings are clearly indicated for
easy and quick install.

Designed for 1/4'' to 18'' diameter pipes.

Patented retrofit ZIP-SEAL No 1253496

Pleated cone adjusts to any roof pitch and allows for
complete flexibility.

EPDM has a continuous service temperature range of
-65˚F to +250˚F.

Silicone has a continuous service temperature range
of -40˚F to +350˚F

Proven resistance to ozone and ultra-violet light.
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Plumbing
Air Conditioning

Heating
 Electrical Vents.
Water Poofing

SelectIon Guide

RT Standard Series RoundBase Series

RT Mesh Retro Series RT Standard Retro Series RoundBase Retro Series
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SPRINGSEAL & RETROFIT ZIP-SEAL PIPE FLASHINGS

Installation Guide

On Spring Product
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UL 94 Approved

3. Bend to the profile shape

1. Cut to required pipe size
2. Slide down the pipe

4. Apply sealant to base
5. Secure to surface with screws
6. Seal around top and bottom

    Wrap retrofit on the pipe

    Secure clips with plier

Product Specifications

Series Size  BASE Dimension in(mm) PIPE RANGE (in/mm)
RoundBase 1 4-3/4" (120mm) 1/4" to 2-1/4" (6 - 60mm)

2 6-1/4" (160mm) 2" to 3-1/4"(50-80mm)

3 7-3/4" (195mm) 1/4" to 4-1/4" (6-110mm)

4 9-1/4" (235mm) 3" to 6" (75-150mm)

5 10-3/4"(275mm) 4-1/4 to 6-3/4"(110-170mm)

6 12-1/2"(320mm) 5-1/2" to 8-1/2"(140-210mm)

7 14-1/2"(370mm) 6" to 10-1/2"(150-265mm)

8 16-12"(420mm) 6-3/4" to 10"(175-255mm)

9 25-1/2"(655mm) 10" to 16-1/4"(255-415mm)

8 16-1/2"(420mm) 6-3/4" to 12-1/4"(175-310mm)

9 25-1/2"(655mm) 10" to18-3/4"(255-475mm)

RT Mesh RT-0 2.75" X 3.15" (70x80mm)     0 to  1-3/8" ( 0 - 35 mm)

RT Standard RT -1 4" x 4.33"  (100x110mm)  0 to  2-1/8"  ( 0 - 55 mm)

RT -2   6"x6.58"  (152x167mm)        1/8" to 4" ( 3 - 100 mm)

RT - 3   10.4" x 11.4" (264x290mm)   3-1/8" to 6-7/8" (80-175mm)

RT - 4  15"x16.5" (381 x 419 mm) 5-7/8" to 12-1/2" (150-315mm)

RT - 5 20.31"X23.35" (516X593mm) 10" to 15-3/4"  (255 - 400mm)

RT - 6   24.53"x28.19" (623x716mm)      14-3/8" to 21-1/2" (365 - 545mm)

RoundBase Retro ZPR-S 6-1/4"  (160mm)           3/4" to 2-3/4" (20-70mm)

ZPR-M 10-3/4"  (275mm) 2" to 7-1/2" (50-190mm)

ZPR-L 14-1/2"  (370mm)         3-1/4" to 10"(85-255mm)

RT Mesh Retro
RT Standard Retro

ZPS-1 8.25"x9.06" (210x230mm)        1/8" to 4-1/2" ( 3 - 115mm)


